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. Windows Driver Installation

j@ GTP-1805etup
Double click the installation icon = ,

Please select setup the language.
Select Setup Language x)

Select the lnguage to use during the
installation:

|Eng|ish v|

oK ] | Cancel |

Then, it will show as below picture:

iB) Setup - GTP-180 (=] | S

Welcome to the GTP-180 Setup Wizard

This will install GTP-180 on your computer.

It is recommended that you close all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.

MNext = l ‘ Cancel

Then click “NEXT”.



i5 Setup - GTP-180 =1L=

License Agreement
Please read the following important information before continuing.

Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation.

SOFTWARE LICEMSE AGREEMEMNT - I
IMPORTANT - PLEASE READ CAREFULLY! The software you are about to download 4
will be licensed to you, the licensee, on the condition that you agree with us to the
terms and conditions set forth in this legal agreement. PLEASE READ THIS
AGREEMEMT CAREFULLY. YOU WILL BE BOUND BY THE TERMS OF THIS

AGREEMENT IF ¥OU INSTALL, DOWRMNLOAD, COPY, OR OTHERWISE USE THE
SOFTWARE. If you do not agree to the terms contained in this agreement, please

do not install or download the software. Please record the date of download in

order to activate the limited ninety (90) day warranty (see below).

i@ I accept the agreement

711 do not accept the agreement I
English
FX[ Mext = ] [ Cancel ]

Please read carefully the license Agreement, and then click “T accept the

agreement”.

i3 Setup - GTP-180 = | =

Select Destination Location
Where should GTP-180 be installed?

* Setup wil install GTP-180 into the following folder.

To continue, click Mext. If you would like to select a different folder, click Browse.

C:\Program Files (x86)\GTP-180| Browse...

At least 12.9 MB of free disk space is required.

English

< Back [ Next = J[ Cancel




The driver is installed by default on a assigned folder of C disk (recommended).
If you want to change the installation location, please click "Browse™ to select the
location.

Then, click "Next".

i5 Setup - GTP-180

Ready to Install
Setup is now ready to begin instaling GTP-180 on your computer.

Click Install to continue with the installation, or click Back if you want to review or
change any settings.

Destination location: -
C:\Program Files (x86)\GTP-180

= Back Install ][ Cancel

Click” Install".
RPS0 )]

GTP-180(1) Printer was created successfully

Wait till it shows the above picture, it means, the printer driver has been installed

successfully, and then click "OK".



i Setup - GTP-180 =

Completing the GTP-180 Setup Wizard

Setup has finished instaling GTP-180 on your computer.

Click Finish to exit Setup.

Click “Finish” to finish driver installation.

I1. Printer Setup and Testing
2.1 Setup Printer Properties

i@ oo
.QI L
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a".,[v Paint

Getting Started

Documents

i

j‘ Pictures
kl‘% Snipping Tool

Music
@ Windows Media Center

Games
Calculator

Computer
Sticky Notes
Control Panel

% Remote Desktop Connection
) : :
: Devices and Printers
\% Magnifier
0 Default Programs

' ;' Microsoft Office Access 2007
Help and Support

»  All Programs




Click Start Menu, and then click" Devices and Printers", just as above picture

ﬁ See what's printing

Set as default printer

Printing preferences
Printer properties

Create shortcut

Troubleshoot

Remove device

Properties

Right-Click "GTP-180" and then click "Printer properties"

And then, it will show as below picture:

— N
ok GTP-180 Properties g5
| Security I Device Settings I About .
General | Sharing I Ports Advanced I Color Management
1 L
= GTP-180)
Location:
' Comment:
Model: GTP-180
Features
Color Mo Paper available:
Double-sided: No Printer 80(72.1) x 210 mm -
Staple: Mo
Speed: Unknown
Maximum resclution: 203 dpi i
Preferences... ] ’ Print Test Page ]
| oK || Cancel || 2oy
b




On GTP-180 Printer Properties “General”, you could configure the printer
communication port, such as Serial port, Parallel port and USB port. You also could
set the paper specification, beeper etc.

After all the setting, you could start to print the testing page.

2.2 Serial Port Configuration
On GTP-180 Printer Properties “Ports”, you could configure the Serial Port to

Communicate printer to computer, see the below picture:

Tor oy TN WY =
. i

Security I Device Settings I About ..
l General I Sharing Parts I Advanced I Color Management
A  GTP-180
| Print to the following port(s), Docu mints will print to the first free
checked port.

1 Port Description Printer i U]

[7] COMT:  Serial Port
[7] coMa:  Serial Port
[ coma:  Serial Port
. Serial Port

Serial Port

Serial Port |

m, |

Print to File

N

’ Add Port... ] ’ Delete Port Configure Port...

Enable bidirectional support

["] Enable printer pooling

Select available computer COM port, such as "COM1" as the above picture, and

then click "Configure Port" to set the detailed parameter.



i N
COM1 Properties L2 ||
Port Settings

Bits per second: | 19200 'D
Data bits: |8 -|
Parity: | None -

Stop bits: [1 - A

@w cortral: [ Hardware "D i

[ Restore Defalilts ]

Ce—1Cm

"Bit per second™ means Serial port baud rate, it must same as printer setting. For

example, if printer baud rate is "19200bsp”, then you must select *19200" on "Bit per
second", just as above picture. (Factory default baud rate is 9200bps)

“Flow control”, we recommend select “Hardware”

After setting, click “Apply”, and then click “OK”.

When it shows as below picture, click "Apply" to finish Serial Port

Configuration.
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Securty I Device Settings I About ..
General I Sharing | Ports | Advanced I Color Managemenit

ﬁ GTP-180

' Print to the following port(s). Documents will print to the first free
checked port.

' Port Description Printer i i
[] com7:  Serial Port
[] coms:  Serial Port
[ COMD:  Serial Port H

[[] COM4:  Serial Port

COM1:  Senal Port

[ comz:  Serial Port
[7] FILE: Print to File -
’ Add Port... ] ’ Delete Port ] ’ Configure Port... ]

Enable bidirectional support
["] Enable printer pooling

[

L= )

o
-
i
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2.3 Parallel Port Configuration
On GTP-180 Printer Properties “Ports”, you could configure the Parallel Port to

communicate printer to computer, see the below picture:



-

e GTP-180 Properties

e

Security

Device Seftings |

About ..

General

Sharing

,.".

e

GTP-180

Parts

Advanced | Color Management

Print to the following port(s). DocumEJnts will print to the first free
checked port.

Port

Description

v Printer

LPT2: Printer Port

m. | »

' LPT3: Printer Port
i [ COM3: Serial Port
[ COomMS: Serial Port
[ COMBE:  Serial Port
[] COomMT: Serial Port
[] COME:  Serial Port -
| AddPort.. || DeletePart || CofigurePort.
Enable bidirectional support
[] Enable printer pooling
| ok || Canesl

]|[ Apply

Select available computer LPT port, such as the above picture shows “LPT2”,

and then click “Apply” to finish the configuration.

2.4 USB Port Configuration

On GTP-180 Printer Properties “Ports”, you could configure the USB Port to

communicate printer to computer, see the below picture:

10



S N
dmh GTP-180 Properties ——

+

Security | Device Settings | About ..
General |  Sharing Ports Advanced |  Color Management

¥, GTP-180

Print to the following port(s). Documgnts will print to the first free
checked port.

Port Description Printer
[7] cOM2:  Serial Port
[] COM3:  Serial Port
[7] cOM4:  Serial Port
i [] COM1:  Serial Port
[ FILE: Print to File L3
[l USM printer port fo

Hloss vmspmerporor |
[ Add Port... ][ Deletelh\ ] [ Configure Port... ]

| Enable bidirectional support

[ Enable printer pooling

ok [ Cancel || Aepy |

Select available computer USB communication port, such as the above picture

shows “USB001”, and then click “Apply” to finish the configuration.

2.5 Ethernet Port Configuration
On GTP-180 Printer Properties “Ports”, you could configure the Ethernet Port to

Communicate printer to computer, see the below picture:

11



GTP-180 Pmpen-

Securty | peDevice Seftings
General I Sharing Ports Advanced I Color Managemenit

'.l".

- GTP-180

' Print to the following port(s)/Docurments will print to the first free
checked port.

' Port Descriptiog Printer i l
[] com7:  Serial Po
[] COMB:  Serial PArt
[[] COMD:  Serial Port H

[[] comM4:  Serigfl Port

[ FILE: Frint to File -
[ 2
’I Add Port... Delete Port l ’ Configure Port... ]

[ comz: £rial Port |

[] Enable bidirectional support
[] Enable printer pooling

| ok || Canc:&l—][' WJ

Click “port” and then click the “Add port”, then shows as below picture:

— T
Printer Ports —— - — M.

-

Available port types:

|Local Port
Standard TCP/IP Port

Mew Port Type... I Mew Port... I Cancel

Select” Standard TCP/IP Port”, and click” New Port...”, then shows as below

picture:

12



Add Standard TCP/IP Printer Port Wizard “

Welcome to the Add Standard
TCP/IP Printer Port Wizard

This wizard helps you add a port for a network printer.
Before continuing be sure that:

1. The device is turned on.
2. The network is connected and configured.

To continue, click Mesxt.

()
[
=
A
AT
&
=
(]
a

Then click” Next>"

Add Standard TCP/IP Printer Port Wizard

Add port
For which device do you want to add a port? N

Enter the Printer Mame or IP address, and a port name for the desired device,

Printer Mame or IP Address: 192.168.1.87

Port Mame: IP_192.168.1.87]

| < Back |[ Mead = ]| Cancel

Enter the IP address of the printer Ethernet port, Factory default IP is
“192.168.1.87".

13



Add Standard TCP/IP Printer Port Wizard

Additional port information required
The device could naot be identified .

The device is not found on the network, Be sure that:

The device is turned on.

The network is connected.

The device is properly configured.

The address on the previous page is correct.

e B ) L

If you think the address is not correct, click Back to return to the previous page. Then correct the
address and perform another search on the network. If you are sure the address is correct, select the
device type below.

evice Type

@ Standard Generic Metwork Card -

Custom

When it shows as below picture, select “Standard” and then click” Next>".

- '1
Add Standard TCP/IP Printer Port Wizard -

‘ Completing the Add Standard TCP/IP
Printer Port Wizard

w————

You have selected a port with the following characteristics,

SMMP: Mo

Protocol: RAW, Port 8100
Device: 182,168 1.87

Port Mame: 192.168.1.87

Adapter Type: Generic Metwork Card

To complete this wizard, click Finish.

< Back Finish l | Cancel

14



-
@ GTP-180 Properties

=)

Securty | Device Settings I About .

General | Sharing | Faorts Advanced | Color Management

;ﬁ; GTP-180

Brint to the following port(s). Documents will print to the first free
checked port.

Port Description Printer

Fil192.16... Standard TCP/IP Port

[] ¥PSPert: Local Port
[] FOXIT ... Local Port
[ ML Local Port
[ comi2: Local Port
[] COM10: Local Port
[] COM13: Local Port

|

Enable bidirectional support

m

Add Port... Delete Port ] ’ Configure Port... ]

[ Enable printer pooling

T

—

2.6 Printing Test Page

After finishing port configuration, we start to print test page.

On GTP-180 Printer Properties “General”:

15
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s, GTP-180 Properties

=)

| Security | Device Settings I About .
General | Sharing | Forts | Advanced | Color Management
- GTP-180
Location:
Comment:
Model: GTP-180
Features
Color Mo Paper available:
Double-sided: No Printer 80(72.1) x 210 mm -
Staple: Mo
Speed: Unknown
Maximum resclution: 203 dpi i
Preferences... ]Ii Print Test Page |
|

| oK || cancel ||

Apply

)

Click “Print Test Page”, the printer will print test page, which means the printer

has been connected with computer successfully and the port configuration is correct.

2.7 Other Properties and Function Configuration

You could set the paper specification etc., please refer to the follows:

16
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=) GTP-180 Properties - . . - o

ﬁ' | Device Settings I About .
General Sharing I Ports | Advanced I Color Managemenit

Location:

Comment:

Model: GTP-150

Features

Color Mo Paper available:

Double-sided: Mo Printer 30(72.1) x 210 mm -
Staple: Mo

Speed: Unknown

Maximurn resclution: 203 dpi =

| Preferences... Print Test Page ]
I

[ Ok J[ Cancel |[ ooy |

-
g GTP-180 Printing Preferences S5

Layout | Paper/Quality

Orientation:

.
Page Order:

Front to Back -

Page Format
Pages per Sheet 1 -

Draw Borders

[ ok || cancel || pok

17
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— N
dmh GTP-180 Printing Preferences | 25|

Layout F‘aperf@ual'rt)l |

Tray Selection

Paper Source:

Media:

Automatically Select -

Cash Drawer #1 After Printing -

| Advenced.. |
(o] Cmaiad [ |

Cash Drawer Setting:

No Cash Drawer: Cash Drawer is not connected.

Cash Drawer Before Printing: Open cash drawer before printing.

Cash Drawer Before Printing: Open cash drawer after printing.

18
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g GTP-180 Printing Preferences

Layout | Paper/Quality

Orientation:

-
Page Order:

Front to Back -

Page Format
Pages per Sheet 1 -

Draw Borders

[ ok || Cancel || ropy

-
GTP-180 Advanced Opticns

S5

ey GTP-180 Advanced Document Settings

é‘""‘._"_. Pager/Qutput

| Printer 80721) 210 mm =

............. Dp}f Dun : l E-D-E:!
EI'@ Document Options

------------- Halftoning: Auto Select

I'_-'Ig% Printer Features
Print Cuality: MNot Prin

------------- Advanced Printing Features: Enabled
------------- Pages per Sheet Layout: Right then Down

------------- Print Optimizations: Enabled

E Y Logo

Output Bin: Mo Beep

| ok || cancel ]m
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Paper Size:
1. 80 x210 mm
2. 80x 297 mm
3. 80 x 3276 mm
Output Bin:
No Beep: the buzzer don't prompt.
[Form]Beep After Printing: Buzzer prompt after finishing printing each page.
[Form]Beep Before Printing: Buzzer prompt before printing each page.
[Report]Beep After Printing: Buzzer prompt after finishing printing each file.

[Report]Beep Before Printing: Buzzer prompt before printing each file.

20



